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LEGAL NOICE  

Copyright É 2008 TELTONIKA Ltd. All rights reserved. Reproduction, transfer, distribution 
or storage of part or all of the contents in this document in any form without the prior written 
permission of TELTONIKA Ltd is prohibited. 

Other product and company names mentioned herein may be trademarks or trade names of their 
respective owners. 

 

ATTENTION  

 

  

 

Before using the device we strongly recommend read this user 
manual. 

 

Do not rip the device. Do not touch the device if the device block 
is broken or its connecting wires are without isolation. 

 

All wireless devices for data transferring may be susceptible to 
interference, which could affect performance. 

 

The device is not water-resistant. Keep it dry. 

 

The device requires high 230V AC voltage. 

  

 

IMPORTANT NOTES!  
It is mandatory to read the notes and manual carefully before starting to use the device. 
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1 SAFETY INFORMATION  

In this document you will be introduced how to use camera safely. We suggest you to adhere to 
following recommendations to avoid any damage to person or property. 

You have to be familiar with the safety requirements before starting to use the device! Camera 
is used for transmission of video and single images via GSM network using GPRS and EDGE 
technologies. To avoid burning and voltage caused traumas, of the personnel working with device, 
please follow these safety requirements. 

 

Installation and technical support of the camera device can be 
performed only by a qualified personnel or a person who has 
enough knowledge about this device and safety requirements. 

 

Camera device requires 12V 250 mA constant power supply 
source that satisfies all safety requirements listed in LST EN 
60950-1 standard. 

 

The PC and power supply source, to which the device is 
connected, should satisfy LST EN 60950-1 standard. The device 
can be used on first (Personal Computer) or second (Notebook) 
computer safety class. 

 

The light or attachable sensors must satisfy all safety requirements 
listed in LST EN 60950-1 standard. 

 

Disconnect device from power supply before mounting to avoid 
voltage effect! 

 

Do not mount or serve device during a thunderbolt. 

 
 
To avoid mechanical damages of the device it is recommended to transport the device packed 

in damage-proof pack. While using the device, it should be placed so, that its indication LED would be 
visible as they inform in which working mode the device is and if it has any working problems. 

Protection against over currents, short circuits and earth faults should be provided as a part of 
the building installation. Two pole protective device is required to protect from short-circuit and earth 
false. The power of connected device should satisfy power of release device. To disconnect the device 
plug off AC/DC power adapter from the wall outlet or power strip. The interstice between contacts 
should be no less than 3mm. 

Signal level of the device depends on the environment in which it is working. If the device 
starts working insufficiently only qualified personnel may repair this product. We recommend to 
forward it to repair centre or to manufacturers. No exchangeable parts inside of the device. 
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2 GETTING STARTED  

2.1 Introduction  

Teltonika MVC100 EDGE Camera - compact mobile surveillance and monitoring system for 
transmission of high resolution video and single images via GPRS/EDGE network, so even in places 
with no Internet connection available - ideal for remote surveillance and monitoring of temporary or 
distant sites or mobile assets. The images can be acquired automatically with programmable period 
and/or upon external triggers such as motion sensors or door contacts. The video and single images 
can be viewed on a PC or a handheld device, and can also be transmitted to FTP-server and/or by e-
mail. 

 

2.2 Package contents 

 MVC100 EDGE Camera 

 External GSM antenna 

 AC/DC Power adapter (Euro or UK) 

 USB cable 

 Angled wall mount bracket 

 Leaflet òQuick Start Guideó 
 

Note: The manufacturer does not supply the SIM card, which is mandatory for setting up a 
connection to the GSM network! The SIM card may be purchased from your GSM (mobile) service 
provider! 

Note: If any of the components is missing or damaged, please contact the retailer or reseller 
from which this product was purchased. 

2.3 Installing the hardware 

Before installing the hardware, check to make sure that all items listed in the package contents are in. 

2.3.1 Inserting SIM card 

Open and remove the back panel of the camera. To do that, use the screw-driver to loosen four 
screws holding panel.. After the back panel is removed gently insert the SIM card as showed in figures 
below. 

 

 
 




